ULOK PANEL FILTERS

> Positive Self-Seal Edge

> Strong Support Scrim Backing
> Durable Polyester Media

> Easy Installation

> One and Two Inch Thickness
> Flame Retarded - U.L. Class 2



ULOK SCRIM BACKED MEDIA AND PANELS
ONE AND TWO INCH THICKNESS - MANUFACTURED AT FIBERBOND

ULOK MEDIA

Fiberbond ULOK media is a high loft, air laid, all Polyester media. The
resiliency of the media is enhanced by a 3 x 4 Polyester scrim netting securely
laminated to the air leaving side. The result is a media of high strength and

durability.

ONE INCH MEDIA: All white - 1" thick - 7.2 ounces per square yard.
TWO INCH MEDIA: Blue/White - 2" thick - 11.5 ounces per square yard.

ULOK PANEL

A heavy 9 gauge wire ring support is securely fastened to the ULOK media.
The media extends beyond the ring on all sides. This overlapping media acts
as a gasket, by compressing itself against the wire ring when installed into the
holding frame. There are no gaps at the edge through which air and dirt can
find a by-pass route. Dust and dirt are trapped across the entire face area and
deep into the depth loading, high loft ULOK media.

Both the one inch and two inch Ulok panels are available in 25 standard sizes.
Custom sizes can be made to fit specific applications as needed.

To help reduce freight costs and storage space 1" panels are packaged 36 per
carton while the 2" panels are packed at 20 per carton.

TYPICAL PERFORMANCE
: TYPE 1" MEDIA [/ PANEL | 2" MEDIA | PANEL
INITIAL RESISTANCE 0.10" w.g. @ 300 fpm | 0.12" w.g. @ 300 fpm

AVERAGE ARRESTANCE 81 % 84 % il
DUST HOLDING CAPACITY 274 gms. @ 0.50" 349 gms. @ 0.50"
DUST HOLDING [ SQ. FT. 69 gms. 88 gms.

All Media Manufactured and Fabricated in LS. A, by Fiberbond Corp.
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